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and unrolling about 3000 mm (10') at a time

Place the top of the Flat Tab approximately 25mm (1") below the

washers in the Flat Tab at 150mm (6") to 200mm (8")

membrane at 600mm (24") to 700mm (28") o/c in a “W” pattern of two

every 300mm (12") to 350mm (14") o/c

At overlaps of the membrane, the overlap is 150mm (6") with a full

fastened using washers at 150mm (6") o/c along the seam

Install the mold strip with concrete nails at 200mm (8") o/c

walls 300mm (12") past the intersection

membrane every 3000mm (10') approximately 300mm (12") from the top

12mm (1/2") dia.

both vertical or horizontal 150mm (6")

150mm (6") o/c

300mm (12") of more

Washer at 150mm (6") to 200mm (8") o/c

300mm (12")

350mm
(14")

300mm (12") Lap

12mm (1/2") Bead Sealant at service,
between membrane layers

Patch (150mm (6") larger)

12mm (1/2") Sealant Bead

Utility Knife:
For cutting membrane

Tools Required:

Hammer or Pnumatic Nail gun:
For securing membrane to foundation wall

Chalk Line:
For marking the grade level on the foundation wall

Drill:
For ICF Foundations

PPE Required:
Hard Hat

Protective Footware

Protective Eyeware

Protective Gloves

75mm (3") Flat Tab at the top of the membrane to 
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